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Main technical features:

Active medical device of class I.

In compliance with the EN ISO 10079-3: 2009 standard. 

�t Single-use product.

�t Cone-shaped for an easy-positioning inside the jar.

�t Covers fitted with a safety valve to stop the suction as soon as
the liner is full.

�t 2 available systems:

- Mechanical safety valve

- Safety valve with a hydrophobic and self-sealing filter. This
filter is automatically obstructed as soon as the liquid contacts
it thus ensuring an immediate closing of the valve.

�t Ecological: PVC free.

�t Perfect asepsis and total protection of the nursing staff during
manipulations. The TM suction liners can be safely taken out
of care area after use.

�t Packaging: individually packed in a thermo-sealed plastic
bag. Carton of 50 suction liners.
Minimum order =  50 suction liners.

Many  versions available:

�t Useful capacities: 0.8 L and 1.4 L

�t Can be fitted in our 1L and 2L collection jars, re-usable but
non-autoclavable CRISTAL plastic with integrated moulded
hanger.

�t Weight and dimensions:

B07

1.4 L single-use TM suction liner with
mechanical safety valve.

Ref. 15040

B08

0.8 L single-use TM suction liner with 
mechanical safety valve.

Ref. 15038

SINGLE-USE TM 
SUCTION LINERS

Suction liners Height Diameter Weight

0.8 L 130 mm 130 mm 106 g

1.4 L 252 mm 130 mm 116 g
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B09

1.4 L single-use TM suction liner with 
hydrophobic and self-sealing filter.

Ref. 15044

B10

0.8 L single-use TM suction liner with
hydrophobic and self-sealing filter.

Ref. 15050

B11

CRISTAL plastic collection jar for 1.4 L TM
suction liner, with moulded hanger, re-usable
but non autoclavable.

Ref. 11671

B12

CRISTAL plastic collection jar for 0.8 L TM
suction liner, with moulded hanger, re-usable
but non autoclavable.

Ref.11640
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B15
Metal rail clamp, rilsan-coated aluminium,
with support bracket, for rail mounting.
Ref. 15657

Wall bracket, aluminium, for wall mounting.
Ref. 10313

B16
Floor stands for collection jars
Ref. 10321: for 4 L jar.
Ref. 10319 : for 2 L jar.

B14
TM universal rail clamp in polycarbonate  
Resistant to shocks and in compliance with the NF EN ISO 19054: 2006 European
standard (30 mm spread).
The TM universal rail clamp in polycarbonate is used to hang any TECHNOLOGIE
MEDICALE device onto a rail system. All devices in compliance with the NF EN 128
European standard (30 mm width) can also be used with the TM universal rail clamp
provided the smal l blue adaptor located in the bottom part of the clamp is taken out
by sliding it upwards.

Ref. 11949

B13
Metal basket for wall or rail mounting
Ref. 10315 : for 4 L jar.
Ref. 10317 : for 2 L jar.
Ref. 10311 : for 1 L long jar.

B17
Kit for 2x 2 L jars
Can be put on the floor or can be fixed
into the wall or onto a rail.
Ref. 10326

SUCTION

C
O

L
L
E
C
T
IO

N
 J

A
R
S

 
S

U
C
T
IO

N
 L

IN
E
R
S

a

b
c

a b c

a

b

a

b

a b

a b



8

B15
Metal rail clamp, rilsan-coated aluminium,
with support bracket, for rail mounting.
Ref. 15657

Wall bracket, aluminium, for wall mounting.
Ref. 10313

B16
Floor stands for collection jars
Ref. 10321: for 4 L jar.
Ref. 10319 : for 2 L jar.

B14
TM universal rail clamp in polycarbonate  
Resistant to shocks and in compliance with the NF EN ISO 19054: 2006 European
standard (30 mm spread).
The TM universal rail clamp in polycarbonate is used to hang any TECHNOLOGIE
MEDICALE device onto a rail system. All devices in compliance with the NF EN 128
European standard (30 mm width) can also be used with the TM universal rail clamp
provided the smal l blue adaptor located in the bottom part of the clamp is taken out
by sliding it upwards.

Ref. 11949

B13
Metal basket for wall or rail mounting

Ref. 10315 : for 4 L jar.
Ref. 10317 : for 2 L jar.
Ref. 10311 : for 1 L long jar.

B17
Kit for 2x 2 L jars
Can be put on the floor or can be fixed
into the wall or onto a rail.
Ref. 10326

SUCTION

C
O

L
L
E
C
T
IO

N
 J

A
R
S

 
S

U
C
T
IO

N
 L

IN
E
R
S

a

b
c

a b c

a

b

a

b

a b

a b

SUCTION
C
O

L
L
E
C
T
IO

N
 J

A
R
S

 
S

U
C
T
IO

N
 L

IN
E
R
S

9

VACUUM-STOP AND CONTROL VALVES

System used in the context of medical suction to stop manually the suction of liquids. 
To be connected to a catheter on one end and to a silicone suction hose on the other end
(the suction hose itself being connected to a collection jar).

B20
Single-use suction tip for drainage
Minimum order: 50 pieces.
Ref. 16607

B21
Silicone suction hose, autoclavable
Packaging: Roll of 25 meters
Minimum order: 25 meters
Ref. 16916 : 7x13 mm for 1L and 2 L collection jars.
Ref. 16917 : 8x14 mm for 4 L collection jars.

B18
Vacuum-stop
To get suction just put your thumb on the central
hole.
- Single-use device
- Model with a membrane
- Available for both adults and children
- Fixed integrated clamp
- 100% controlled
- Reliable
- Ergonomic
- Noiseless
- Delivered non sterile* 

Minimum order: 50 pieces
Vacuum-stop with membrane and integrated
clamp
Ref. 16612 : adult
Ref. 16615 : paediatric
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B19
Vacuum-control (patented)
To get suction just push on the button with your
thumb.
- Single-use device
- Piston-type model
- Progressive system to better control the suction 
- Available for both adults and children
- With or without swiveling clamp
- 100% controlled
- Reliable
- Ergonomic
- Noiseless
- Delivered non sterile*

Minimum order: 50 pieces

Vacuum-control with swiveling clamp
Ref. 16621 : adult
Ref. 16622 : paediatric

* Sterilization upon request and for big quantities only.
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Aussi disponible
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